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u||_|=Wn_ u%:kn m._|._ TECHNICAL DATA PT70A45
_|A_. _\ / \ Length mm 2917
Y of U o Width mm -——
Distance between center mm 2395
Height cross member E—
Trock width mm 400
Track height mm 549
o| o Rollers 8+8
S| &
® = TOTAL WEIGHT LIMIT (moachine + undercarriage)
Width mm 1700
_._H_rm Excavator, dumper, transporter 3500
&' & [Machines with outriggers 5000
= £ [Drilling rig, aerial platform, crane
- b p h Weight Kg ——
_|R_. _/ \_ _/ Motor displacement cc. 33819
u||_|:|_||n_ u||_|=|_||n_ wﬂ Troasmisslon raotio 1:49.5
_ull_l:wn_ DF:WU = HL Pressure mox Bar 250
i ! [ ~ _ 4 Ol flow rate max L/1 60
Torque cdaNm 590
po17 Max gradeability 607
Speed Km/h 30z,
Ground pressure Kg/cmq 0.26
NOTA BENE 3
REDUCTION GEAR DRIVE TO BE INSTALLED ONLY (EXCLUSIVELY) | [Toiswes eews 2
ON AN OPEN CENTER CIRCUIT, WITH ABT CONNECTION o e e | 1
Valord angolart +/- 1 pos[vE st [P aTa |TRATTAMENTD
MAT.
PROCEDURE FOR THE FIRST UNDERCARRIAGE’'S STARTING
Before putting the undercarriage into service, do what follows: St rom qaotat DENOMINAZIONE
1> Ol fluxing) max contamination allowed absolute class NAS 9 1638 o 18/15 SO DIS 4406 [ TRACKED UNDERCARRIAGE PT70LA
2) Operate the reduction gear drive idle for about 5 minutes (machine lifted), with low logd e aeks [QTA o, [PESO SCALA 410 CODICE  or20445,/100
and Inh one direction, In order to ensure a good cleaning of the system and o perfect %ﬁ
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